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ISSUE

ISSUE NUMBER

ORIGINAL 1

THIS SERIES FULLY CONFORMS TO 
THE EUROPEAN UNION DIRECTIVES 
2011/65/EU FOR RoHS COMPLIANCY.COMPLIANT

MINI SAS HD EXTERNAL, VERTICAL SMT,
FEMALE, 36 CONTACTS
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DRAWING NUMBER: 901-036-629-002

±0.15NOTES:

MATERIAL:
HOUSING: L.C.P GLASS REINFORCED, UL-94V-0
CAP: L.C.P GLASS REINFORCED, UL-94V-0, COLOR: BLACK
INSERT MOLDING: L.C.P GLASS REINFORCED, UL-94V-0
LATCH: STAINLESS STEEL, TIN (MATTE) 100~200"µ
CONTACT: COPPER ALLOY

30 µ" GOLD PLATING ON CONTACT AREA
MATTE TIN PLATING ON SOLDER TAIL OVER
NICKEL UNDER PLATING
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4 LATCH 2 STAINLESS STEEL TIN(MATTE)100~200 µ"
3 CONTACT 36 COPPER ALLOY SEE NOTES

3 INSERT MOLDING 9 L.C.P GLASS 
REINFORCED, UL94 V-0 SEE NOTES

2 CAP 1 L.C.P GLASS 
REINFORCED, UL94 V-0 BLACK

1 HOUSING 1
L.C.P GLASS 

REINFORCED, UL94 V-0 SEE NOTES
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