
Wiha Insulated Pop-Up SlimLine Sets

   Insulated Pop-Up Bit Holder Set With Slotted/Phillips 

SlimLine Blades  Insulated SoftFinish multi-component handle. ClicFix 

Bit holder Locks all SlimLine Blades securely. Convenient rotating cap.

   Set includes the following 1/4” blades: 

   Slotted: 3.0, 4.0, 5.5, 6.5mm lbs. 

   Phillips: 1, 2 .38 

Blades High 

quality CV steel, 

through-hardened

1000Volt Rated
10,000 Volt Tested

   Insulated Pop-Up Bit Holder Set With Slotted/Phillips/Sq. 

SlimLine Blades  Insulated SoftFinish multi-component handle. ClicFix Bit 

holder Locks all SlimLine Blades securely. Convenient rotating cap.

   Set includes the following 1/4” blades: 

   Slotted: 3.0, 4.0mm lbs. 

   Phillips: 1, 2 .38 

   Square: 1, 2

   Insulated Pop-Up Bit Holder Set With SlimLine Blades  

Insulated SoftFinish multi-component handle. ClicFix Bit holder Locks all 

SlimLine Blades securely. Convenient rotating cap.

   Set includes the following 1/4” blades: 

   Slotted: 3.0, 4.0mm lbs. 

   Phillips: 1, 2 .38 

   Terminal Xeno: 1, 2

1000Volt

1000Volt

1000Volt

Bit holder securely 

locks blades in 

place for precise 

fastening

Certified to 
VDE, EN ISO, 
BS EN, ASME
specifications

28393

28393

28394

28394
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Wiha Insulated PicoFinish Precision Screwdrivers

         Insulated Slotted PicoFinish Screwdrivers. Individually 

Tested Protective Insulation 1000Volt AC, VDE & GS Tested. 

Item         

No. mm Inch mm mm Pkg. lbs.

  1.5 .06 40 154 1 .05

 2.0 .08 40 154 1 .07

 2.5 .10 60 160 1 .07

 3.0 .12 60 160 1 .08

 3.5 .14 60 160 1 .08

         Insulated Phillips PicoFinish Screwdrivers. Individually 

Tested Protective Insulation 1000Volt AC, VDE & GS Tested. 

Item         

No. Size mm mm Pkg. lbs.

  00 40 154 1 .05

 0 60 160 1 .07

 1 60 160 1 .08

                 8 Piece Slotted & Phillips PicoFinish Set

Item No.  Slotted: 1.5, 2.0, 2.5, 3.0, 3.5       lbs.

  Phillips: #00, #0, #1        .35

                 5 Piece Slotted & Phillips PicoFinish Set

Item No.  Slotted: 1.5, 2.5, 3.5  lbs.

  Phillips: #0, #1   .26

Individually 
Tested 

Protective 
Insulation 

1000Volt AC, 
VDE and 

GS Tested

1000Volt

1000Volt1000Volt

1000Volt

High quality CV steel, 
through hardened, 
black finish

Rotating cap for 
precise turning & 
control with fingertip
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