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CONNECTOR PART NO. DESCRIPTION . .
Applicable Housings
SPND-001T-C0.5 PNI & PND CONNECTOR - FEMALE CONTACT

UL1061, 22 AWG BLACK PNI Series /\ PND Series

NO.OF [ HOUSING |OPTIONAL| NO.OF | HOUSING | OPTIONAL
CIRCUITS| PARTNO. |[RETAINER |CIRCUITS| PART NO. RETAINER
PNIRP-02V-S |PNIS-02V |8 PNDP-08V-Z
PNIRP-03V-S |PNIS-03V (10 PNDP-10V-Z
PNIRP-04V-S |PNIS-04V |12 PNDP-12V-Z
PNIRP-05V-S |PNIS-05V (14 PNDP-14V-Z
PNIRP-06V-S |PNIS-06V |16 PNDP-16V-Z
PNIRP-07V-S |PNIS-07V (18 PNDP-18V-Z
PNIRP-08V-S |PNIS-08V |20 PNDP-20V-Z
PNIRP-09V-S |PNIS-09V (22 PNDP-22V-Z
PNIRP-10V-S |PNIS-10V |24 PNDP-24V-Z |PNDS-24V-Z
26 PNDP-26V-Z
28 PNDP-28V-Z
30 PNDP-30V-Z
32 PNDP-32V-Z
34 PNDP-34V-Z |PNDS-34V-Z
36 PNDP-36V-Z
38 PNDP-38V-Z
40 PNDP-40V-Z
42 PNDP-42V-Z

O[N] |WI|N

=
o

(167.4 +/- 5.0)

152.4 +/-5.0

SCALE
1:1
DIMENSIONS DESCRIPTION
Alldimensionsare in MMwitha | 2.0 mm Pitch PNI & PND Series Standard Leads - 6" Inside Length
tolerance of +/- 3.0 unless DOUBLE-END LEADS, F-F

otherwise specified.
DRAWN BY ASSEMBLY PART NO.

Added the PND series housings 12/4/2017 STEVEN PILKINGTON ASPNDSPND22K152
CHECKED BY DRAWING NO. & REVISION DATE

JUSTIN BAKER GAM-239 4/6/2017
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