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EPD Series Punchdown Tools   |   Data Sheet

EPB-66 EPB-110 EPB-116 EPB-630EPB-KR EPB-KRONE

Sleek ergonomic design for easy effective wire termination. Tested up to 100,000 

cycles at high-impact setting. Use to properly set, seat and terminate wire. Simply 

position the wire, push tool, and listen for confirming click. Wire is properly seated.

Features include:

• Hi/Low impact setting

• Combination Hook/Spudger stored in the chassis

• Color coded yellow on the CUT side

• Enlarged blade storage compartment

• Lifetime Warranty (Essentially means unlimited impacts)

EPD Series Punchdown Tools

Punchdown Tool Kits

Punchdown Tool Blades

JONARD P/N DESCRIPTION

EPB-66 66 Blade With & Without Cutter

EPB-110 110 Blade With & Without Cutter

EPB-116 66 & 110 Blade Combined With Cutter

EPB-KR Krone Blade With & Without Cutter

EPB-630 Punchdown Blade For 630 Modular Jack

EPB-KRONE Krone Blade Scissor Style

JONARD P/N EPD-914 EPB-66 EPB-110 EPB-116 EPB-KR EPB-630 EPB-KRONE

EPD-91466 X X

EPD-914110 X X

EPD-914KR X X

EPD-914116 X X

EPD-91461 X X X

EPD-9KRONE X X

EPD-914630 X X

BIX Punchdown Tool - EP-16A

This tool is designed to terminate cables, pigtails, and jumper wires on all GigaBIX, 

BIX and UMOXS cross-connect system connectors. This single action, spring 

activated tool will terminate 22-26 AWG plastic insulated solid copper conductors. 

Button on the handle adjusts the tool for seating only, or for seating and cutting the 

conductors.


