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Tested according to ANSI/NEMA FL1 Standards.           Results based on: 

Before using your flashlight, please read all instructions and cautionary marking on the package and the light.  

This datasheet contains information specific to products manufactured at the time publication. Contents do not constitute a claim or warranty.                                                                                                         ©2015 Energizer 

The Energizer® Vision HD Compact light delivers high-performance innovation in a convenient size. Designed to fit in your vehicle, pocket or bag, the 

Energizer Vision HD Compact is perfect for a wide variety of tasks. Unique MAXVIZ technology delivers a wide, powerful beam that provides users sharp, 

high-definition vision. A smooth, digital switch provides access to multiple beam settings: high, power saver and emergency strobe modes. Featuring an 

advanced alloy construction, the Energizer Vision HD is a durable solution that delivers powerful daylight-color illumination at home or on-the-go. 

VISION HD Compact Light PMHH32 

Provides 

250 

lumens of 

light 

Provides 

run time 

of  2h 30m 

 MAXVIZ Technology to deliver a wide, 

powerful beam and high-definition vision 

 Up to 4X Brighter than Standard LED 

Technology 

 Extended Run Time 

Weight Excluding Batteries:  

84 Grams / 2.97 Ounces  

Dimensions:  

3.86” x 1.34” x 1.34”  / 98mm x 34mm x 34mm 

 Durable metal construction 

 Smooth digital switch to allow easy 

access to light modes 

 Hold the switch for two seconds to 

activate strobe mode 

 Easily replaceable batteries 

 Features LED Technology 

 

 Operates on 3 AAA batteries 

Energizer® MAX® Alkaline E92 

250 

2h 30m 

NUMBER OF OPERATING MODES:  2 

Mode Lumens (lm) 
Runtime 

(h) 

Beam 

Distance 

(m) 

High 250 2h 30m 83 

Low 75 11 45 

Sustains 1 

meter drop 

test. 

1m 

IPX4 Water 

Resistant 

Shines light on 

objects up to 

83 meters away 
83m 

IPX4 
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