[0

Point of Contact

8.38} Slot Depth

N 60{4.06

.330

o

L

— ]

I o Ao
Y @ 0T M @
. I* .125[3.18]
N = 3.250(82.55] -
= = 3.410[86.61] -
5 — 3.670(93.22] -
%
%,
. 3
< ™
N
©
S A=
' |
!
i I 5
! | DRI
1 l
|
|
|

| | —_—

| SECTION A-A
- : 3.935[99.95] e
| 346/396 SERIES CARD EDGE CONNECTOR —
A PART NUMBER: 396-025-558-107 — -~

INSULATOR MATERIAL: THERMOPLASTIC POLYESTER, UL 94V-0

AC INC CA 1 HEET 1 OF 2

CONTACT MATERIAL; COPPER, NICKEL, TIN ALLOY CA-725 e

CONTACT PLATING: GOLD ON THE MATING AREA, TIN-LEAD ORONTO, ONTARIO DRAWING NUMBER SSUE

ON THE CONTACT TAILS, NICKEL UNDERPLATE e 346-ENG-MASTER |
yOUR CONNEC JIN O QUALITY & SERV




Contact Description:

555-Extender Board Bend (Code 500 Contacts)

—— .120[3.05] —— .095[2.41]
Y + Y +
\( — 245[6.22] —  .170[4.33]
.125(3.18) to .210(5.33) .125(3.18) to .210(5.33)
Outside Tails | = * Outside Tails ~
.045(1.14) to .060(1.52) - .125(3.18) to .210(5.33) -
Between Tails Outside Tails
Contact Code 555 Contact Code 556
—— .060[1.52] —— .060[1.52] —— .165[4.19]
\ | ) \ | 1
\ I 200[5.08] L I_.150[3.81] —T  .375[9.54]
i
210[533] = |=— * 260[6.6] —= L* .125(3.18) to .210(5.33) - }
Qutside Tails
660[16.76] —f== 660[16.76] - -
.125(3.18) to .210(5.33) -
Qutside Tails
Contact Code 558 Contact Code 559 Contact Code 560
346/396 SERIES CARD EDGE CONNECTOR —
. INSULATOR MATERIAL: THERMOPLASTIC POLYESTER, UL 94V-0 SR . S :
. CONTACT MATERIAL; COPPER, NICKEL, TIN ALLOY CA-725 CONTACT CODE 555'556'558'559'560 DlMENSlONS CHECKED DATE:
3 CONTACT PLATING: GOLD ON THE MATING AREA, TIN-LEAD - — - -
ON THE CONTACT TAILS, NICKEL UNDERPLATE EDA INC CALT 1:1 SHEET 2 OF 2
BT s
i = ¢ i ) -’ 346-ENG-MASTER 1
YOUR CONNECTION TO QUALITY & SERVICE
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