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BALAJI M 22-Jun-09 SMA STR PLUG CRIMP TYPE

FOR RG-174/U & RG-316/U

CABLES
DOR 313050-51

MIL-C-39012/55-4026  K. CAPOZZI 6/30/11

Root Folder/SMA /901-155-16 K

-- RELEASE TO MFG. -- --

J REDRAWN IN PRO-E, ADD COD 7/14/11 48601 BM

K ADD STAMPING TO COD 11/15/11 48803 CPM

NOTES:

1.  MATERIALS AND FINISHES:

     BODY - BRASS, GOLD PLATING

     CONTACT - BRASS, GOLD PLATING

     INSULATOR - PTFE

2.  ELECTRICAL: 

     A. IMPEDANCE:  50 OHM

     B. DIELECTRIC WITHSTANDING VOLTAGE:  1000 VRMS, MIN. 

3.  MECHANICAL:

     A. DURABILITY:  500 CYCLES MIN.

     B. TEMPERATURE RANGE:  -65 �$ C TO +165�$ C

4.  PACKAGING:

     A. QUANTITY:  SINGLE PACK

     B. MARKING:  BAG TO BE MARKED 

        "AMPHENOL RF, 901-155-16, AND DATE CODE"

5.  SHOWS CABLE ENTRY DIMENSIONS.

6.  FOR CABLE ASSEMBLY INSTRUCTIONS, SEE SHEET 17 OF AMPHENOL SPEC 349-50114.
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