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H. PARIKH 28-Jul-04 75 OHMS BNC JACK
R/A, PCB MT.,
ZINC DIE CAST HOUSING

H. PARIKH 28-Jul-04

EAR# 1452 
EAR# 2272	 O. BARTHELMES 8/4/04 

I:\BNC\31-71042 E

A                  RELEASE TO MFG. 21-Aug-95 40712 CPM

B REDRAWN IN PRO/E 8/6/04 45094 HP

C SEE SHEET 1 3/7/05 45399 CPM

D SEE SHEET 1 10/7/08 46939 MAH

E SEE SHEET 1 9/4/09 47784 CPM

NOTES:
 
1.  MATERIALS AND FINISHES:
     BODY       - ZINC DIE CAST, NICKEL PLATED [.000150 MIN THICK]
     CONTACT    - PHOSPHOR BRONZE, GOLD PLATED [.000003 MIN THICK],
                  OVER TIN PLATING [.000100 MIN THICK], OVER NICKEL PLATING [.000050 MIN THICK]
                  GOLD PLATING AT CONTACT AREA, AND TIN OVER NICKEL PLATING OVER ALL
     INSULATOR  - POLYPROPYLENE,   UL94 HB  FLAMMABILITY RATING  
     GROUND TER.- COPPER WIRE, TIN PLATED [.000100 MIN THICK}
     LEGS       - BRASS, TIN PLATED [.000100 MIN THICK]
 
2.  ELECTRICAL: 
     A. IMPEDANCE:  75 OHM
 
4.  PACKAGING:
     A. QUANTITY:  BULK PACK OF 50 PER TRAY
     B. MARKING :  TRAY TO BE MARKED 
        "AMPHENOL, 31-71042, AND DATE CODE"

RECOMMENDED PCB CUT-OUT

RECOMMENDED PANEL CUT-OUT
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