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407D

Properties
Viscosity @ 25 ˚C <20.5 mm2/s

Density 0.76 g/mL

Shelf Life 5 y

Calculated VOC 762 g/L

Flash Point -4 °C
Boiling Point >83 °C
Auto-ignition Temperature 285 °C
Water Miscibility Partially miscible

Audio/Video Head Cleaner
407D is designed to provide optimal cleaning 
power while remaining safe for equipment. It 
e昀케ciently removes greases, oils, carbon, static, 
dirt, and grime. 

This product is used for cleaning components 
of VCR, CD, DVD, Blu-ray, magnetic backup 
systems, mini-video tape cameras, and mini-
cassette players. It is also used for cleaning disk 
heads, optical tape drive lens, and magnetic 
tape heads.

Features & Benefits
• Safe on many plastics
• Zero residue
• Improves signal quality
• Static free

Available Packaging
Cat. No. Packaging Net Vol. Net Wt.

407D-125ML Bottle 125 mL 108 g

Contact Information
MG Chemicals, 1210 Corporate Drive
Burlington, Ontario, Canada L7L 5R6
Email: support@mgchemicals.com
Phone: North America: +(1)800-340-0772 
 International: +(1) 905-331-1396
 Europe: +(44)1663 362888

Application Instructions
1. Dip swab into solution.
2. Clean surface with wet swab. For best results, use 

MG #852 Hog Hair Cleaning Brush.
3. (Optional) Rinse area by pouring neat solution over it.

Storage and Handling
Store between -20 and 40 ˚C in a in a dry area, away 
from sunlight (see SDS).

Disclaimer
This information is believed to be accurate. It is 
intended for professional end-users who have the 
skills required to evaluate and use the data properly. 
M.G. Chemicals Ltd. does not guarantee the accuracy 
of the data and assumes no liability in connection with 
damages incurred while using it.


