
 

 
STR-NCP171-EVK: NCP171 - 80mA Dual 

Power Mode LDO 

 

The STR-NCP171-EVK provides an evaluat ion kit  

for the NCP171 series of 80 m A dual m ode XDFN4 

package LDOs with a fixed output  voltage range 

from  0.6 V to 3.3 V. I n low power m ode, the 

NCP171 can achieve a quiescent  current  as low as 

50 nA, and the output  voltage can be lowered by 

an internally program m ed value of 50 m V, 100 

m V, 150 m V, and 200 m V. The ult ra- low 

quiescent  current  and dual m ode capabilit y m ake 

this LDO opt im ized for bat tery powered or low 

power applicat ions. This evaluat ion kit  can be 

used in tandem  with the St rata environm ent  GUI  

which can enable/ disable the LDO, switch 

between Act ive m ode and low power m ode, as 

well as m onitor other telem et ry on the plat form , 

including input / output  voltage, power dissipated, 

and tem perature 

 

 

Evaluation/Development Tool Information 
Pr od u ct  St a t u s Com p l ian ce Sh o r t  Descr ip t ion  Par t s Used  Act ion

STR-NCP171-EVK  Act ive Pb- free 
 

NCP171 -  80m A Dual Power Mode LDO NCP171AMX120100TCG 

 
 

https://www.onsemi.com/PowerSolutions/evalBoard.do?id=STR‐NCP171‐EVK/6‐13‐19 


