
FEED DIRECTION OF USER

NOTES:
  1. PACKING REELS INTO CARTON ACCORDINGLY TO THE ILLUSTRATION
    AS SHOWN;
  2. PARTIAL PACKAGING SHOULD BE AVOIDED;
  3. PACKAGING SPECIFICATION IS BASED ON  GENERAL PACKAGING ONLY. 
    IT MAY BE CHANGED BASED ON THE RESULT OF DROP TEST.

PCS/CARTON

SPONGE CUSHION: 887962185
340MM x 340MM x 20MM

REEL/CARTON

TRIANGULAR PRISM: 477997032
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CARTON: 477997031
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151129-0001

PLASTIC REEL (BLACK): 
  477995358 (WITH EMPTY CARRIER IN)
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 ⌀1.504.00

TAIL PART (EMPTY)

PEELING SPEED
10g~130g

PEEL OFF DIRECTION

PULL OUT DIRECTION

FORCE

CARRIER TAPE: 1510004083

165°~180°

COVER TAPE: 477995480

COMPONENT

TOP TAPE
 TRAILER

TOP TAPE LEADER

PULL OUT DIRECTION

30010MM/MIN

LEADER PART (EMPTY)

GENERAL
TOLERANCES

(UNLESS SPECIFIED)

ANGULAR TOL ± °

SERIES MATERIAL NUMBER CUSTOMER

GENERAL MARKET151129 1511290001

4 PLACES ±

3 PLACES ±

2 PLACES ±

1 PLACE ±

0 PLACES ±

DRAFT WHERE APPLICABLE
MUST REMAIN

WITHIN DIMENSIONS

THIS DRAWING CONTAINS INFORMATION THAT IS PROPRIETARY TO MOLEX ELECTRONIC TECHNOLOGIES, LLC AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION
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DOCUMENT NUMBER DOC TYPE DOC PART

PK-151129-0001 PDD 000

DRAWING SIZE THIRD ANGLE PROJECTION

A3

PACKAGING SPECIFICATION 
FOR 1.40MM HEIGHT MICRO SD CONNECTOR

 PACKAGING DESIGN DRAWING
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