
Material Tester PCE-DD-A Shore A

PCE-DD-A  Digital Material Tester 

To measure Shore A hardness in soft gums, rubber andelastomers / Easy-to-read digital display / Resolution of 0.5 degrees

ofhardness

ThePCE-DD-A digital material tester is an ergonomic device that checks Shorehardness in gum, plastic and other non-metallic materials. The
PCE-DD-A digital material tester is used primarily for softgums, elastomers, natural rubber, neoprenes, casting resin, white PVC,leather, etc. If
the material thickness is not enough, it should betightened on the back with the same material to increase itsthickness. Calibration is not an
option.

 Handheld device 
 Large digital display 
 Plastic case included 

 For Shore A measurements 
 Easy to use 



Specifications
Measurement area 0 ... 100 Shore A
Resolution 0.5
Accuracy ± 2
Depth of indentation   0 mm ... 2.5 mm / 0 in ... 0.01 in
Pressure force 1 kg / 2.2 lbs
Indenter 35°
Dimensions 80 mm x 60 mm x 25 mm / 3.14 in x 2.36 in x 0.4 in
Power supply 1 x 1.5V (SR44)
Weight Approx. 300 g / < 1 lb

More information
Manual 


Video 


More product info 


Similar products 


https://www.pce-instruments.com/english/slot/2/download/62581/manual-durometer-pce-dda.pdf
https://www.youtube-nocookie.com/embed/EDvMd-hrk58?autoplay=1&rel=0&showinfo=0&
https://www.pce-instruments.com/english/measuring-instruments/test-meters/material-tester-pce-instruments-material-tester-pce-dd-a-shore-a-det_62581.htm
https://www.pce-instruments.com/english/measuring-instruments/test-meters/material-tester-kat_42060.htm

