
Download drawing Download spec sheet

© HellermannTyton 2015

151-00605

Article Number: 151-00605

Local Order Number

Type

Color

Features and Benefits

151-00605

TCOP62x122

Black (BK)

The different fixing orientations allow tape clips to be used with a wide range of panel thicknesses and hole

diameters.

Length L (Imperial)

Length L (Metric)

Fixation Method

Panel Thickness Max. (Imperial)

Panel Thickness Max. (Metric)

Panel Thickness Min. (Imperial)

Panel Thickness Min. (Metric)

Mounting Hole Diameter D (Metric)

Mounting Hole Diameter D Min.

(Imperial)
Mounting Hole Diameter D Max.

(Imperial)

2.17 "

55.0 mm

Fir Tree for oval holes

0.24 "

6.0 mm

0.02 "

0.6 mm

6.2 x 12.2 mm

0.24 "

0.48 "

Quantity Per

Package Quantity (Metric)

Carton Quantity

Weight (Metric)

bag

5000 Pieces

5000 Pieces

1.15 kg

Material

Material Shortcut

Flammability

Operating Temperature

ROHS Compliant

Polyamide 6.6 high impact modified, heat stabilized, UV resistant (PA66HIRHS)

PA66HIRHS

UL94 HB

-40°F to +221°F (-40°C to +105°C)

Yes

Base Data

Product Dimensions

Logistics and Packaging

Material and Specifications
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